Description 
DEUMIDIFICANTE COCCIO is a de-humidifying base plaster in powder form composed of oven-baked clay residues, it is completely breathable and natural, suitable for renovation and re-construction of old buildings and new construction.
DEUMIDIFICANTE COCCIO is widely used in construction or renovation using bio.architecture techniques. The product is known since Roman times, as demonstrated by the buildings of that time that are still intact to this day. 
Characteristics 
· Product with labelling CE : UNI EN 998
· Easy to prepare and to use : product pre-dosed.
· Good adhesion.
· Good mechanical resistance to compression.
· Excellent resistance to alkalis.
· Good breathability.
· Sacks can be re-cycled.
· For internal and external use.
Composition 
Natural hydraulic lime NHL 3,5, pozzolanic binder, selected inert fibres and oven-baked clay residues.
Preparation of surfaces
On old dirty or damaged surfaces : remove the damaged part and dust before application.  
The surface should be clean, non flakey, exempt of salts and without traces of oils or fatty substances.
Verify the level of adhesion and level of absorption of the surface before application of the plaster.
Preparation of mixture
DEUMIDIFICANTE COCCIO is ready to use and should be mixed with  4,5 ± 5,0, litres of pure water per 20 kg sack. Mix with a horizontal mixer or cement mixer for 3 minutes until the plaster reaches the correct creamy consistency.
Colour
Antique pink colour. 
Application
Adequately moisten the surface in the case of strong absorption levels or in conditions of high temperatures.
Use the fresh plaster within 2 hours of its preparation. Proceed with application using a trowel and then even-off. Once final adhesion occurs, proceed to roughen the surface. 
Apply manually. 
Wash tools with water after use. 
Warning  
Application should be at a temperature between + 5°C and +30°C 
Do not add any other material to DEUMIDIFICANTE COCCIO.
We recommend using a breathable finish that is compatible with the characteristics of the plaster.
Storage
Store in a cool, dry place without risk of freezing. Avoid exposing the sacks to direct sunlight for long periods of time. Once the polyethylene protection of the pallet has been removed, protect the sacks from the rain.
The product remains prefectly unaltered for a period of 12 months providing it is stored in a dry place and in the original packaging.
Packaging 
The product is supplied in paper sacks of 20 kg.
Health and safety regulations
Ventilate during application. 
Avoid contact with skin and eyes, in case of contact wash immediately with plenty of water.
Keep out of the reach of children.
As regards the evaluation of toxicological data, please see    the safety data sheet.
Disposal
[bookmark: _Hlk19783658]Dispose of the product according to local health and safety    regulations. Empty containers must be recycled. 
Note 
The packaging of our product complies to the existing norm (D.L. 626/94 , D.lgs. 81/2008 with subsequent additions).
Dolci colori srl reserves the right to modify this data sheet without prior notice.
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	The advice and indications given above are based on our experience and are of an informative nature and do not bind us to any responsibility. The application of the product takes place without our direct control, the user therefore takes all responsibility for any consequence of use. Our technical assistance team is available for any further information that might be necessary.
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Technical characteristics
	Parameter
	Unit of measurement
	Value

	[bookmark: _GoBack]Mass by volume (hardened malta)
	Kg / m³
	± 1200

	Granulometry
	mm
	0 / 3

	Consumption/Yield (depending on type of surface)
- Plaster
	Kg / m² / cm
	± 14,0

	Coefficient of diffusion of water vapour (μ)
	-
	8

	Thickness of application : (recommended minimum)
	mm
	20

	Resistance to compression (28 days)
Category
	
	≥ 1,5
CSI

	Adhesion
	N / mm²
	0,2

	Absorption of water
	Kg/m²  min 0.5
	< 0.5
Cat.W0

	Thermal conductivity 
	W / m.K
	0.35 ÷ 0.42 (Tab.)

	Reaction to fire
	Category
	A1



The results above are obtained from laboratory tests (obtained at T=21°C ± 2°C and U.R.=60% ± 10% ) and can differ from results obtained in the field for the differing conditions of the paste, application and in particular, for quantity of water in the mixture exceeding the indicated levels.
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